MARK CURBING (6" HIGH) WITH
($) FOR SINGLE SERVICE
($) FOR DOUBLE SERVICE
ABOVE SERVICE LATERAL
LOCATION.

DROP CURB
OR TYPE "F"

SIDEWALK

FINISH GRADE

4" TWO-WAY
CLEANOUT(SCH40)

NEW 6" SDR26 PVC
SERVICE PIPE

6" x 4" REDUCER

UNDISTURBED SOIL

EXIST. SERVICE

INSTALL ELECTRIC LOCATOR
BALL OVER LATERAL AT P.L.
MANUFACTURED BY 3M

SDR26 PVC
INSTALLED BY UTILITY CONTRACTOR

SCH40 PVC
INSTALLED BY
PLUMBER OR BY OWNER

SECTION

NOTES
1. CONTRACTOR SHALL PROVIDE AN ADEQUATE SUPPLY OF 30° & 45° BENDS TO
MEET VARYING FIELD CONDITIONS

2. PROVIDE APPROVED STOPPER OR HOUSE CONNECTION WITH APPROVED TRANSITION
COUPLING

3. LENGTH OF SERVICE PIPE VARIES AT EACH SERVICE CONNECTION AND SHALL BE
PROVIDED AS REQUIRED. TERMINATE SERVICE AT LOCATION DIRECTED BY THE
ENGINEER

4. CONTRACTOR TO INSTALL 4" PVC PLUG AT PROPERTY LINE ADJACENT TO ELECTRIC
LOCATOR BALLS

TYPICAL SERVICE CONNECTION
FOR NEW SUBDIVISIONS

CITY OF PLANT CITY
STANDARDS

DRAWN ED SCALE NTS CITY of PLANT CITY
CHECKED DATE 02/10/98 ENGINEERING DIVISION
FILE NO. Dwg. No.
PLANT CITY, FLORIDA SEW—02